


ENiTo Acrylic UV Floor Coatings Test Results

Test Standard Result
™ Wear Resistance EN 14354-D WR 2 FP 5,000 Rev.
| h e D Iffe re n Ce Impact Resistance EN 438-2.20 15N
EN 438-2.21 EC 2 1,200 mm
' Abrasion Resistance EN 143564-D (STCL) 3000
Scratch Resistance EN 438-2.25 Grade 3
ENiTo is an environmentally responsible flooring company, highly committed to preserving the earth's future. We offer ) )
) ] ) ] ] ) i ) ] Slip Resistence Pendulum, 95, above excellence
high-quality and truly eco-friendly Palm Wood flooring — our innovative alternative to tropical hardwood timber that are fast British ASTM E303-93(2003)
depleting due to deforestation and illegal logging. Stain Resistance EN 438-2.26 - ASTM D3023 5 (No visible change)
ENiTo, Natural - prefinished Cold CyC|e ASTM D1211 25 CyC|eS
Hamberger Plane Tester 25N
UV Filler

ENiTo ECO Finish Watsrborne

UV-Barrier Coat

v No toxic emissions (EN 14823

Stain - optional
approved)

v/ No content and/or transmission of
hazardous materials (N 71-3)

\ — Elastic Topcoat

v/ ECO approved coating systems
v/ No Formaldehyde N\
’ 1st Grade Elastic Sealer
v/~ No VOC emission Palm Wood——
Flooring

25 Years Limited Warranty

ENiTo floor finish system produces a durable surface of 8 acrylic UV coating layers.
These high-class, prefinished flooring boards guarantee the highest level quality.
We provide a comprehensive warranty covering our acrylic UV floor finishing system.
Our limited warranty extends to 25 years for residential and 5 years for commercial.

A Floor to Suit Everybody

We Care About The Environment

Why do we choose Palm Wood? Each year, millions of old palm trees become waste products. There is no conflict
between the use of the palm for oil and fat production during its useful life, and timber when it is retired. Through recycling
the plantation grown, retired trees, ENiTo is able to do its part in preserving the earth by reducing wastage and ensuring

source renewal.

By opting for our eco-friendly Palm Wood flooring, you too can make a difference. '
Natural The only true original Rustlc Unique and fascinating

Species Physical Properties Comparison

Species Hardness Ranking Stability Ranking
Palm Wood 2200psi 1 0.00194 1
Teak Wood 1000psi 4 0.006 4
Red Oak 1290psi 3 0.00369 3
Hard Maple 1450psi 2 0.00353 2

User ID 035 023
100% recycled material

/ u‘ell/l‘;’(f Achieving Zen and Harmony ESPRESSO Stylish Living

Please Note: The wood tones printed in this brochure are representative of the actual product color, but may vary due to printing processes. Please view the actual product before making a purchase.




Product Specification

Species
Construction
Floor Type / Style
Edge / End Style

Size

Average Hardness
Critical Flux

Density

Compressive Strength
Maximum Load

Dimensional Stability,
at 20 percent RH

Moisture Content
Installation
Application
Finish Type

Packing

Warranty
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User ID 035 023

100% recycled material

Cocos Nucifera, belonging to the Arecaceae family
100% solid Cocos Nucifera, Coconut Palm Wood
Hardwood Flooring / Planks

T&G, Double N, secret nail profile
Prefinish — micro bevel edge
Unfinished — square edge

Random - 450 /600 / 750 / 900 x 90 x 15/18mm
Standard - 900 x 90 x 15/18mm

Janka Ball test 1600 - 2200psi
ASTM E 648 - class 1
Hardwood, >900kg/m?3
ASTM D 3501 - 2,43bkg
ASTM D 3501 - 33.33kgN

ASTM D 1037
% linear Expansion: Parallel -0.01, Perpendicular -0.30
% thickness swell: -0.48

Kiln dry, Moisture content 8% +-1/2%, according to destination requirements
Glue down / nail down / secret nail
Commercial / Residential - floor / wall panel / door / furniture

Superior Acrylic UV coated flooring, 8 coats
No formaldehyde

No VOC emission

Carton — 24 planks, 1.94m?

Pallet — 25 box, 48.6m?

25 years residential / 5 years commercial for pre-finished planks

Member

National
Wood Flooring
> Association

ENiTo, Oriental - prefinished






